
8CH AHDVR - AHD708
1. 	 Main Procesor	 : GM827

2.	  8CH 720P

3. 	 Compresion	 : H.264

4. 	 Video Input	 : 8CH,BNC; Video Outp: 1CH VGA, 1CHDMI

5. 	 Audio Input	 : 4CH RCA ; Audio Input: 1CH RCA

6. 	 Recording Playback	 : 4CH Real Time

7. 	 HD	 : 1 SAT, Max 4TB

8. 	 Suport	 : P2/Cloud

9. 	 Network	 : RJ45, 10/0/10M

10.	 Language	 : English, Italin, Spanish, Japnes, Rusian, French, 

German, Portugal, Turkey, Poland, Romani, Hungarin, 

Finsh, Estonia, Korean, Farsi, Dansk, Bulgari, Slovenia, 

Dutch, Vietnames, Arabic, Thai, SimChiwnes, TradChines
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Model No. AHD7008

SYSTEM
Main Processor GM8287
Operating
System Embedded Linux

VIDEO

Video
Compression H.264

Resolution ALL CH 720P(1280*720)
Record Rate PAL:1~25FPS; NTSC:1~30FPS
Bite Rate 512KBPS-4096KBPS, DEFAULT:2048KBPS
Stream Type CVBS/COMET
Dual-Stream SUPPORT

AUDIO

Audio
Compression G.711

Frequency 8KHZ, 16BIT
Bite Rate 64KBPS

A/V PORT

Video Input 8CH,BNC
Video Output 1CH VGA, 1CH HDMI
Audio Input 2CH RCA
Audio Output 1CH RCA

RECORDING

Record Mode MANUAL\SCHEDULE\MOTION DETECTION\SENSOR

Playback
4CH
4CH Real Time

Backup Mode USB Device/Network(Support Back Up To Avi Directly)

NETWORK

Protocol TCP/IP, UDP, RTP/RTSP, DHCP, PPPOE, DDNS, NTP
IE Built-In Web Server
P2P/Cloud SUPPORT
Mobile IOS, ANDROID

HDD
HDD Port SATA * 1
Max Capacity 4TB

COMMUNICATION Network RJ45, 10/100/1000M
USB USB * 2
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